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COPPER SULPHATE SPECIALTY

Root Growth Destroyer ROOT DESTROYER

MANUFACTURER:

Empire Blended Products, Inc.
250 Hickory Lane C Bayville, NJ  08721
(732) 269-4949 C Fax (732) 269-0497

PRODUCT DESCRIPTION:

RAINBOW COPPER SULPHATE is most
commonly used to destroy and prevent root
growth in sewer lines, cesspools, septic systems
and storm drains.  It will cause the obstructing
root growth to decompose and wash away while
not harming any part of the plumbing or septic
system nor damaging trees and shrubs. 
COPPER SULPHATE is also used as a wash for
galvanized metals prior to painting and to give
the lead in stained glass panels an antique look.

USES:

< Destroys and prevents root growth in sewer
lines, cesspools, septic systems and storm
drains

< Wash for galvanized metal prior to painting
< Provides antique look to new leaded stained

glass panels

ADVANTAGES:

< Will not harm plumbing
< Will not harm the bacteria in cesspools and

septic systems
< Acts only on the obstructive roots and will not

endanger the health of the tree or shrub
< Easy to use
< Most economical way to eliminate root growth

in sewer lines

APPLICATION:

Preparation:
No advance preparation is necessary.

Mixing:
No mixing is required.

Directions: Root Destroyer
Pour 8 ounces of COPPER SULPHATE into toilet
nearest to the sewer line and flush.  Repeat
procedure.  For best results application should be
made at night when the plumbing flow is light. 
Partial stoppages can usually be eliminated
overnight, while more stubborn cases may
require more time and even an additional
dosage.  To prevent future root stoppages, a
semi-annual 1 pound dosage will keep sewer
lines clean and free flowing.

Directions: Galvanized Metal Wash
Dissolve 4 ounces of COPPER SULPHATE in a
gallon of water and brush over the surface.  Let
the surface dry, then rinse off with plain water,
and let it dry again.  Paint the surface as soon as
possible to prevent further contamination.

Coverage:
One pound of COPPER SULPHATE is generally
adequate to eliminate partial stoppages in sewer
lines.  More complete blockages will generally
require two pounds.

Packaging:
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Available in 1 pound boxes with sealed plastic
bags (12 per carton), 5 pound boxes with sealed
plastic bags (6 per carton) and 25 pound and 50
pound multiwall paper bags with moisture barrier.

Color:
Light blue

TECHNICAL DATA:

Active ingredient is Copper Sulphate,
pentahydrate.

LIMITATIONS:

COPPER SULPHATE is not intended to clear
stoppages caused by grease or hair or by faulty
pipe joints.

CAUTION:

Contains Copper Sulphate CAS 7758-98-7. 
Copper Sulphate is classified as moderately
toxic.  Dust is irritating to eyes and lungs.  Avoid
ingestion and contact.  Use dust mask, goggles
and gloves in handling.  If swallowed, induce
vomiting by drinking large quantities of milk and
immediately call a physician.  Keep Out Of
Reach Of Children.

WARRANTY:

Due to the use of this product beyond our control,
we assume no liability for damages of any kind,
and the user accepts the product "as is" and
without warranties, expressed or implied, from
either Empire Blended Products or its agents. 
The suitability of the product for an intended use
shall be solely up to the user.  Our only obligation
shall be to replace or pay for any material proved
defective, with our liability limited to the purchase
price of materials supplied by us.   
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